
Proposed seating

units within plaza

Existing surface retained

at Back of the Pipes

Resurfaced path

at building edge

Proposed public plaza with

protection from carriageway

Rain garden

 with seat wall edge

Main Street carriageway

width retained at 6m.

Existing building

(Kennedy's Pharmacy)

Pedestrian footpath

south of Main Street

Existing Building

(Kinane's Retail)

STONE STEPS

Proposed steps through seatwall area

2000mm (W) x 140mm (H) x 300mm (D)

.

03

L702

HAZARD TACTILE PAVING

To Part M compliance

Refer to Sheet L902

PROPOSED VEGETATION

Refer to Planting Palette Sheet L102

STREET LIGHTING

All columnar street lighting to match

on-street upgrades across the town

Refer to Sheet L903

450mm (H)

Seatwall edge

F.F.L.

+104.20

F.F.L.

+104.95

F.F.L.

+104.85

(Existing ground

level +104.85)

CORDUROY TACTILE PAVING

Hazard Paving to stepped area

Granite, Contrasting colour

400 (W) x 400 (L) x 80 (D)

NATURAL STONE STEPS

1000 (L) Units

CONSTRASTING STRIP

50-75mm (D) in white

colour (contrasting)

BLACK POWDER-COATED HANDRAIL

Continuous and root fixed;

50mm Ø throughout;

to Part M of Building Regulations

CORDUROY TACTILE PAVING

Hazard Paving to stepped area

Granite, Contrasting colour

400 (W) x 400 (L) x 80 (D)

SEAT STEP (BEHIND)

Adjacent seat step to

offer contained edge

at side of steps

300

400

Step riser not more

than 140mm (Part M)

Step going not less

than 280mm (Part M)

Maximum

Rail Height

1100mm

300

150

400mm offset from lowest step

STONE KERB

Set onto bedding mortar

CONCRETE HAUNCH

In-situ concrete to kerb

GROWING MEDIUM

Free-draining bioretention

soil mix, depth varies

RAIN GARDEN PLANTING

Refer to Planting Palette

STONE SEATING

To offer comfortable edge

to central plaza space

CARRIAGEWAY GULLY

Roadside Kerb by-pass system

allows for free draining to base

BASE DRAINAGE COURSE

Permeable aggregate

Base drainage course

minimum width 1400mm

Seat width varies across plan

(minimum width 450mm)

Maximum seat

height 460mm

PERFORATED DRAINAGE PIPE

Allows for removal of excess water

piped directly through soil and

from adjacent carriageway

SAND GRIT FILTER LAYER
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SITE SECTION & DETAILS: PLAZA STEPS

Section: Central Plaza Steps

1:50
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Section: Typical Steps Detail
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Section: Rain Garden - Nature-based SuDS Feature
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