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Pedestrian paving
Large unit granite slabs
Feature paving
Medium unit granite slabs

Courtesy crossings

Ramp up to raised table

Raised planter seat

Tensile structure

Shared surface
Small unit granite setts

Rain Garden

High kerbs
Irish limestone
Flush kerbs
Irish limestone

New trees

Cycle stand

Controlled crossings

Streetlights

Individual chairs

Cahir Public Realm
Project extents (approx. 0.97ha)
Cahir Town Centre Car Park
Part 8 project extents

Drop kerbs
Irish limestone

Bollards
Stainless steel
Automatic bollards
Controlled access

Existing trees retained

Tactile paving - corduroy
Irish limestone

Asphalt road surface

Existing trees removed

Existing sculpture
Retained and renovated

Secondary pedestrian paving
Large unit granite aggregate slabs

Existing buildings/structures

DRAWING NUMBER: REV:

DRAWN: CHECKED: APPROVED:

PROJECT NUMBER:

TITLE:

PROJECT:

DATE: SCALE @ A1:

REV DATE DESCRIPTION BY APP

- - - - --

STATUS DESCRIPTION STATUS:

S2FOR INFORMATION

ENGINEERING AND ENVIRONMENTAL CONSULTANTS
CORK LIMERICKLONDONTRALEE

mwp.ie

CAHIR TOWN CENTRE PUBLIC REALM PLAN

22396

PROPOSED SURFACE WATER DRAINAGE
SHEET 2

22396 MWP ZZ ZZ DR C 2111 P02

28.10.21 1:250

IK PO'D PO'D

P01 28.09.21 ISSUED FOR INFORMATION IK PO'D

N

P02 05.11.21 ISSUED FOR PART 8 PLANNING IK PO'D


	Sheets and Views
	Layout1


